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. MIAMI-DADE COUNTY
COUNTY PRODUCT CONTROL SECTION

11805 SW 26 Street, Room 208
DEPARTMENT OF REGULATORY AND ECONOMIC RESOURCES (RER) Miami, Florida 33175-2474
BOARD AND CODE ADMINISTRATION DIVISION T (786) 315-2590  F (786) 315-2599
NOTICE OF ACCEPTANCE (NOA) www.miamidade.gov/economy

Lloyd Industries, Ine.

231 Commerce Drive

Montgomeryville, PA 18936

Scork:

This NOA is being issued under the applicable rules and regulations governing the use of construction
materials. The documentation submitted has been reviewed and accepted by Miami-Dade County RER-
Product Control Section to be used in Miami Dade County and other areas where allowed by the Authority
Having Jurisdiction (AHJ).

This NOA shall not be valid after the expiration date stated below. The Miami-Dade County Product
Control Section (In Miami Dade County) and/or the AHJ (in areas other than Miami Dade County) reserve
the right to have this product or material tested for quality assurance purposes. If this product or material
fails to perform in the accepted manner, the manufacturer will incur the expense of such testing and the AHJ
may immediately revoke, modify, or suspend the use of such product or material within their jurisdiction.
RER reserves the right to revoke this acceptance, if it is determined by Miami-Dade County Product
Control Section that this product or material fails to meet the requirements of the applicable building code.
This product is approved as described herein, and has been designed to comply with the Florida Building
Code, including the High Velocity Hurricane Zone.

DESCRIPTION: Model 2SRF and 2SRCF Aluminum Louvers

APPROVAL DOCUMENT: Drawing No. 2SRF-2SRCEF, titled “Model 2-SRF/2-SRCF Louver™, sheets 1
through 4 of 4, dated 10/07/2014, prepared by the manufacturer, signed and sealed by Richard Boyette,
P.E., bearing the Miami-Dade County Product Control approval stamp with the Notice of Acceptance
number and approval date by the Miami-Dade County Product Control Section.

MISSILE IMPACT RATING: Large and Small Missile Impact Resistant

LABELING: Each unit shall bear a permanent label with the manufacturer's name or logo, city, state,
model/series, and following statement: "Miami-Dade County Product Control Approved", unless otherwise
noted herein, :

RENEWAL, of this NOA shall be considered after a renewal application has been filed and there has been no change
in the applicable building code negatively affecting the performance of this product.

TERMINATION of this NOA wilt occur after the expiration date or if there has been a revision or change in the
materials, use, and/or manufacture of the product or process. Misuse of this NOA as an endorsement of any product,
for sales, advertising or any other purposes shall automatically terminate this NOA. Failure to comply with any section
of this NOA shall be cause for termination and removal of NOA.

ADVERTISEMENT: The NOA number preceded by the words Miami-Dade County, Florida, and followed by the
expiration date may be displayed in advertising literature. If any portion of the NOA is displayed, then it shall be done
in its entirety.

INSPECTION: A copy of this entire NOA shall be provided to the user by the manufacturer or its distributors and
shall be available for inspection at the job site at the request of the Building Official.

This NOA consists of this page 1 and evidence page E-1, as well as approval document mentioned above.
The submitted documentation was reviewed by Carlos M, Utrera, P.E.

' NOA No. 14-1117.06
M'AM'UNTY c Expiration Date: June 18, 2020
7 20‘ Approval Date: June 18, 2015
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Lloyd Industries, Inc.

NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

A. DRAWINGS
1. Drawing No. 2SRF-2SRCEF, titled “Model 2-SREF/2-SRCF Louver™, sheets 1 through
4 of 4, dated 10/07/2014, prepared by the manufacturer, signed and sealed by Richard
Boyette, P.E.

B. TESTS
1. Test report on 1) Uniform Static Air Pressure Test, Loading per FBC TAS 202-94
2) Large Missile Impact Test per FBC, TAS 201-94
3) Cyclic Wind Pressure Loading per FBC, TAS 203-94
along with marked-up drawings and installation diagram of a 2-SRCF louver, prepared
by Architectural Testing Inc., Test Report No. D9464.01-109-18, dated 10/01/2014,
signed and sealed by Michael D. Stremmel, P.E.

C. CALCULATIONS
1. Anchors calculations issued by Richard Boyeite, P.E., dated 11/02/2014, signed and
sealed by Richard Boyette, P.E.

D. QUALITY ASSURANCE
1. Miami-Dade Department of Regulatory and Economic Resources (RER)

E. MATERIAL CERTIFICATIONS
1. None.

F. STATEMENTS
1. Statement letter of code conformance to 2010 and 5™ edition (2014) FBC, dated
11/02/2014, issued, signed and sealed by Richard Boyette, P.E.
2. No financial interest letter dated 11/03/2014, issued, signed and sealed by Richard
‘ Boyette, P.E.

26 Iz_/?ﬂ’ $

Carlos M. Utrera, P.E.

Product Control Examiner
NOA No. 14-1117.06
Expiration Date: June 18, 2020
Approval Date: June 18, 2015




PARTS LIST [ 47.75 ~
ITEM |QTY PART DESCRIPTION
1 20 | Blade 0.062" Alloy Aluminum 6061-T6 Extrusion (Max QTY: 20)
2 Top and Sl 0.062" Alloy Aluminum 6061-T6 Extrusion The masimum size of
3 Side Frame 0.062" Alloy Aluminum 6061-T6 Extrusion Wﬂ;es _1;457#};5!5
4 1 | Screen 0.035" Thick Alurninum Wire The minkmum slze of
5 2 | Back plate 1" x 1/8"x 47-3/4" Alloy Aluminum 6061-T6 the 2-SRF s 18718°
6 12 | Anchor Clip 1" % 1" 3" x0.09" Atloy Aluminum 6061-T6 Blade spacing
7 |SEE |#10x1-1/2" Pan head Screw| PT 2x Wood Buck, 2" Edge Dist,, 1-1/2" MIN Embed, SG 0.55 L 2.37
TABLE| 4 1.16 kwik-Flex SDS MIN 18g Steel, 1" Edge Dist., Full Pen. 4795
1l4" X 2_1,2[ TapCOI'I GrOUt F“Ied CMU, MlN 1“1’2I Embebde IntO“GI’OLIt, 2.“ Edge D|St. '
14" x 2-3/4" Tapeon MIN 2000 PSI Concrete, 1-1/2" Embed, 2" Edge Dist.
8  |16-24 {#6x1-1/2" Pan head Screw
* ALl FASTENERS ARE STAINLESS STEEL
* ALl 4-SRF LOUVER CORNERS ARE =
MITERED-CUT, BUTLED AND SECURED WITH
(2) #10X1" LONG HEX HEAD SCREWS. Secured to head, slil and blades with
Deslgn pressure +75PSF Front view of the 2-SRF 3/18" dia pop rivets
2 I
g FASTENER QUANTITES / \
42,75
A NO. FASTENERS - SUBSTRATE TYPE o 6o - / \
INSIDE e - —_1
DlMENSlON , 1 SERESRS :::.EEW %ii%i
Lxw WOooD CONC. STEEL 6.000 T T L
T
18™18" 8 S
24%4° 8
30"x307 12 12 12 seszzezi T
" 36"x36" 12 2 12 Max 16°  |EEE
(2) #10x1" HHS e 2 " "
45746 12 12 12
FASTENER SPACING: 6™ FROM CORNERS

AV A VAV WAY

WALL CHAR leg,‘ .
Back view of the 2-RF instalis into the wall Licg-Jo%
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i @ 231 Commerce Drive, Montgomeryville,PA. 18936 H : S
e LD Phi 215.412,4445 fax: 215.412.4409 L2 Oe /,{,-_i-'
ide view Approved &3 compl AT
- mo ”d- ying it the Email: lloydind@firedamper.com Web Slte: ﬁredampe}i s ....-E@Q&/_g
Max 1/4" Shim Dose Descripti eIl ENGWGWR
NOAR Richard Boyette socription IMPACT RESISTANT LOUVER f"uﬁﬁﬁm\“ -
. Mismni Dlady Produt Coaol FL PE #42485 - 0
Detail A 7 )Fasteners see parts list for size, Rick Boyette Consalting Inc - CoA || """ Model 2-SRF APPROVED MAR 2 0 20%
description, embedment By 2 #9707 HMolerial DWG NG
] 4031 Coconut Blvd ' ISRF - 25RCF
(8) #6x1-1/2" b head screw Roya Paim Beach FL 33411
¢ Chu 10/7/2014 Sheet 1 of 4

MAX 18"0.C.

O

The screen secures to the
Interfor of the frame using
snap-fit extruded aluminum

stops and #10x3[4"long—/

self-tapping hex head screws.
the screws located at the head,
slll and jambs and are located at

each end and spaced 7" on
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Detail Item 1

Detail Item 3

LLOYD INDUSTRIES INC.

SLD

231 Commerce Drive, Montgomeryville,PA, 18936
Ph: 215.412.4445 fax: 215.412.4409

. Approved m complying with U
Detail Item 2 afbding Email: lloydind@firedamper.com  Web Site: firedamper.co
Richard Boyette Description
FL PE #42485 I IMPACT RESISTANT LOUVER
Note: These louver s have not been tested for water Inflltration per TAS 100(A) ?;‘;05‘703'8“& Consutting Inc - CoA rodue Model 2-SRF
{Wind Driven Raln Resistance Test). They are to be Installed In a location where the 4031 Coconut Bivd EEE DViG NG. ROM
room behind the louver is desligned to drain water penetrating into the room, and the Royal Palm Beach FL 33411 ISRF - 2SRCF APP
room will house water reslstant/water proof equipment, components, or supplles. 561-790-5766 _ -
" E chu 10/7/2014 Sheet 2 of 4
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PARTS LIST

SECURED TO HEAD, SILL
AND BLADES WITH 3/16"

DIA, POP RIVETS

Into the louver blade

FASTENER SPACING: 6" FROM CORNERS

- 47,75
ITEM! QTY PART DESCRIPTION I -
1 20 | Blade 0.062" Alloy Aluminum 6061-Té Extrusion (Max QTY: 20)
2 Top and Sill 0.062" Alloy Aluminum 6061-T6 Extruslon The maxdmunm size of
3 Side Frame 0.062" Alloy Aluminum 6061-T6 Extruslon 4% g::fgsls" T
4 1 | Screen 0.035" Thick Aluminum Wire The minkur slze of
S | 2 | Backplate 1" x 1/8"x 47-3/4" Alloy Aluminum 6061-T6 the 2-SRCF Is 18°%18*
6 12 | Anchor Clip 1" x 1"x 3" x0,09" Alloy Aluminum 6061-T6
7 |SEE [#10X1-1/2" Pan Head Screw| PT 2x Wood Buck, 2" Edge Dist., 1-1/2" MIN Embed, SG 0.55 e
TABLE| 44016 kwik-Flex SDS MIN 18g Steel, 1" Edge Dist,, Full Pen. }
1/4" x 2-1/2" Tapcon Grout Filled CMU, MIN 1-1/2" Embed lnto"Grout, 2." Edge Dist.
1/4" x 2-3/4" Tapcon MIN 2000 PSI Concrete, 1-1/2" Embed, 2" Edge Dist,
8 | B-12 | #6X1-1/2" Pan head Screw
* ALL FASTENERS ARE STAINLESS STEEL
* ALL 2-SRCF LOUVER CORNERS ARE
SQUARE-CUT, BUTLED AND SECURED WITH (2)
#10X1" LONG HEX HEAD SCREWS,
Deslgn pressure £75PSF Front view of the 2-SRCF
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i .
: DIMENSION ! '
®/ / ! Lx W WOOoD CONC, STEEL 6. I
/ i 18718 8 8 1
24724 8 8
(2) #10x1" HHS O /: 30%30" 12 12 12
Each louver blade is secured at / 36706" 12 12 12 MAX 18,00
each end with two #10x1" hex ~ / 4242° 12 12 12
head screws, through the jamb / 488" 12 1n 12

)

AT L

T

—3)

center.
WALL "\n'lmu,,
: " WY\CHARD
Back view of the 2-SRCF installs into the wall o™ ?\\._.""'.D 8,
i | & lieefo,
o “‘ " @ v (s
i | N LLOYD INDUSTRIESINC. &% |4 . s
@~ - ! ' @ 231 Commerce Drive, Montgomeryville,PA. 18936 '_E' g . Y85 1m H
Agproved es pumplyig with Be Ciﬁ Ph: 215.412.4445 fax: 215.412,4409 :._';1(2‘:.4\8;_17.8 i § |
Detall A % Email: lloydind@firedamper.com  Web Slte: flredampergam=.¢ . Op & =
eta L N D o
_— NOAF fipli LAY *
Max 14" Shim Side view Misni duet Comrot 11 CharC Boyette PeSePUS  IMPACT RESISTANT CHANNEL FRAME LOWER "f/,?} ?'E?'Gj 'é‘\ !5)
o Fasteners see parts list for size, By % ilgcl_;ol?!?oyette Consulting Inc - CoA || P oduct# Model 2-SRCF e Ty -
description, embedment ol 4031 Coconut Bivd Materiol DWE O \ MAR 2 0 2015
i Royal Palm Beach FL 33411 25RCF APPROMED
#6x1-1/2" Pan Head Screw 561-790-5766 E—— e
¢ Chu 10/7/2014 Sheet 3 of 4

MAX 18"0.C,

@

oo
|

The screen secures to the

Interlor of the frame using - |
snap-fit extruded aluminum
stops and #10x3/4"long -

self-tapping hex head screws,
the screws located at the head,
sill and jambs and are located at
each end and spaced 7" on
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Detail Item 1

Detail Item 2

Note: These louver s have not been tested for water inflltration per TAS 100{A)
{Wind Driven Rain Reslstance Test). They are to be Installed In a location where the
room behind the louver Is deslgned to drain water penetrating Into the room, and the
room will house water reslstant/water proof equipment, components, or supplles,

Detail Item 3

‘\‘llllllll;,

S ar ?\\CHARD ':,'

s

LLOYD INDUSTRIES INC.

. |Richard Boyette

FL PE #42485

#9707

561-790-5766

Rick Bayette Consulting Inc - CoA

4031 Coconut Blvd
Royal Palm Beach FL 33411
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231 Commerce Drive, Montgomeryville,PA, 18936 Svs Yo, ©AZ
Ph: 215.412.4445 fax: 215.412.4409 3 . 05T
Email: lloydind@firedamper.com  Web Site: firedamper.cami’y ...1‘8;-4’_ $ 5:"
Descriplion = ."ro ' iy 5
IMPACT RESISTANT CHANNEL FRAME LOUVER ,;' ?5‘ yi A 7.5l ,~. N
I Product# Model 2-SRCF -‘."I' ®a, -..u%""‘
Maleral DWE MO, ""llllll‘
25RCF
ARPRONMED MAR 2 0 201
Grawn By: Dole: Aoy
C Chu 10/7/2014




